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Vendor Import Container 7-Point Inspection Report

Beall’s Outlet Stores Inc 
2100 47th Terrace East 
Bradenton FL 34203

Look for unusual repairs to 
structural beams

Repairs to the inside wall
must be visible on the 

outside too and vice versa

Front wall should be made 
of corrugated material

Front Wall

Outside / Undercarriage

Check for structural 
damage (dents, holes, 

repairs)

Support beams are visible

Beall's Import Vendor Container 7-Point Inspection Form 

To be completed by factory where the container is physically stuffed and inspected. Applicable for 
vendors shipping full container loads ONLY! Failure to complete and include form with commerical 

documents will result in delayed payments and or chargebacks. 

Total Cartons: 

LC / WT#: 

Vendor / Actual Manufacturer (Full Name & Address)

   Consigned To:

Container Stuffing Location (Full name & Address)

Ensure support beams are visible

Ensure ventilation holes are visible. 
They should not be covered or absent

Ensure no foreign objects are mounted 
to the container

Beall’s Imports Inc 
1806 38th Ave E 
Bradenton FL 34208

Look for unusual repairs to structural 
beams

Repairs to the inside wall must be 
visible on the outside too and vice versa

Load Type: CY/CY

Seal#:

Ensure no foreign objects 
are mounted on container

Right Side

Floor Seal Verification

Ceiling / Roof

Inside / Outside Doors

Ensure locks are secure and reliable

Check for loose bolts

Ensure hinges are secure and reliable

Left Side

Interior blocks are visible 
and not false. Absent or 
cardboard blocks are not 

normal

Ensure vents are visible.



I have visually inspected and verified, to the best of my ability, the condition of the container noted 
above. I confirm that the container is structurally sound, weather tight, has no false compartments, 

and the locking mechanisms are in good order and show no visible signs of being tampered with.

Ensure floor of container 
is flat. 

Ensure floor is of uniform 
height. 

Look for unusual repairs to 
the floor

Seal properly affixed

Date: 

Date: Seal Affixed & Verified By: 

Authorized Signature / Company 
Stamp & Seal:

Seal meets or exceeds ISO PAS 17712 
standards

Ensure seal is not broken/damaged

Inspected By: 

Agriculture Inspections
WPM is defined as wood or wood products (excluding paper products) used in supporting, protecting, or carrying a commodity.  WPM includes items 
such as pallets, crates, boxes, reels, and dunnage.  Frequently, these items are made of raw wood that may not have undergone sufficient processing 
or treatment to remove or kill pests, and therefore remain a pathway for the introduction and spread of pests. Dunnage in particular has been shown 
to present a high risk of introduction and spread of pests.

The IPPC is a multilateral treaty overseen by the United Nation’s Food and Agriculture Organization that aims to secure coordinated, effective action 
to prevent and to control the introduction and spread of pests and contaminants.  

ISPM 15 includes internationally accepted measures that may be applied to WPM to reduce significantly the risk of introduction and spread of most 
pests that may be associated with WPM.  ISPM 15 affects all wood packaging material requiring that they be debarked and then heat treated or 
fumigated with methyl bromide and stamped or branded with the IPPC mark of compliance. This mark of compliance is colloquially known as the 
“wheat stamp”.  Products exempt from the ISPM 15 are made from alternative materials, like paper, metal, plastic or wood panel products (i.e. 
oriented strand board, hardboard, and plywood).

Inspected container and it was free of all signs of pest contamination (e.g. animals, insects, plants, etc.) including items addressed in 
Wood Packaging Materials (WPM) regulations.
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